
Float switch 

Hmax(m)
Motor power (KW)

Qmax (m/h)

Single phase motor
(Three phase without m)

VR m 30 18 1.5 (F)

VR Sewage submersible pump

3

Type
Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Qutlet
Diameter

(mm)

0.18

0.25

0.45

0.75

32

50

50

32

VRm8-6-0.18F

VRm9-7-0.25F

VRm16-9-0.45F

VRm22-13-0.75F

1.5 50

50

VRm30-18-1.5F

VRm28-15-1.1F

VR8-6-0.18

VR9-7-0.25

VR16-9-0.45

VR22-13-0.75

VR30-18-1.5

VR28-15-1.1 1.1

Max.
Head
(m)

Max.
Diameter of

Particle
(mm)

G.W.
(kg)

Max.
Flow

(l/min)

130

143

295

243

15

15

25

25

9

9.5

21

17.5

6

7

9

12

502 35

35

23.5

22

17.5

474 14.5

8-6-0.18

8-6-0.18

9-7-0.25

9-7-0.25

16-9-0.45

16-9-0.45

22-13-0.75

22-13-0.75

28-15-1.1

28-15-1.1

30-18-1.5

30-18-1.5

170

170

232

236

277

277

120

120

165

158

190

190

340

360

425

443

478

499

Dimensions
(cm)

19X18.5X36.5

19X18.5X36.5

28X24X44.5

28X24X49

56.5X31X25.5

59X35.5X25.5
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42-12-1.5

Type
Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Qutlet
Diameter

(mm)

Max.
Head
(m)

Max.
Diameter of

Particle
(mm)

G.W.
(kg)

Dimensions
(cm)

Max.
Flow

(l/min)

1.5
1.5

2.2 

2.2

75

75

75

75

700

660

800

816

12

17

17

19

25
25

30 

30 

32.5

34.5 

37.0

37.5

30.5X29.5X63.5

30.5X29.5X63.5

30.5X29.5X65.5

30.5X29.5X65.5

Float switch 

Hmax(m)
Motor power (KW)

Qmax (m/h)

Single phase motor
(Three phase without m)

VR m 49 19 2.2 (F)

VR Sewage submersible pump

3

VRm42-12-1.5F VR42-12-1.5

42-12-1.5

VRm40-17-1.5F VR40-17-1.5

40-17-1.5

VRm48-17-2.2F VR48-17-2.2

48-17-2.2

VRm49-19-2.2F VR49-19-2.2

49-19-2.2

265

265

265

265

255

255

255

255

590

590

610

610

40-17-1.5 42-12-1.5
48-17-2.2

49-19-2.2
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Rated head(m)

Motor power (KW)

Rated capacity (m/h)

VR

VR Sewage submersible pump

3

VR23-15-2.2

VR23-15-2.2

VR30-15-3

VR30-15-3

VR25-22-4

VR25-22-4

VR40-18-4

VR40-18-4

VR25-30-5.5

VR25-30-5.5

VR40-22-5.5

VR40-22-5.5

VR23-20-3

VR23-20-3

VR30-10-2.2

VR23-15-2.2

VR30-15-3

VR25-22-4

VR40-18-4

VR25-30-5.5

VR40-22-5.5

VR23-20-3

VR30-10-2.2

VR30-10-2.2

2.2

2.2

3
3

4
4

5.5
5.5 75

75

75
75

75
75

75

75

385/50
385/50

385/50
385/50

385/50
385/50

385/50

385/50 630

750

880

860
1030

980
1100

20

15

26.5
18.5

32
23

39
27

650

30

30

30
30

30
30

30
30

35

37

40
45.5

60
67

70
74.5

36.5X27.0X59.0

38.5X30.0X58.0

36.5X27.0X60.0
39.0X31.0X60.5

42.0X34.0X60.0
43.0X36.0X67.0

42.0X34.0X69.0
43.0X36.0X70.0

1 2
3

4

5
6 7

8

229

229

229

229

344

344

344

344

578

578

578

578

620

623

655

658

329

329

329

329

413

413

416

416

40 22 5.5
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1800D

1300D

1100D

499

439

434

195

191

290

250

Type
Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Outlet
Diameter

(mm)

1.1 50VRm 1100DF

Max.
Flow

(l/min)

355 19.57.5 59.0X35.5X25.0

1.3 50 323 20.512 59.0X35.5X25.0VRm 1300DF

VRm 1800DF

VR 1100D

VR 1300D

VR 1800D 1.8 75 438 13 28 59X35.5X25.5

1100D 1300D 1800D

250 191
Float switch 

Cutter

Motor power (W)

Single phase motor
(Three phase without m)

VR m 1800 D (F)

VR Sewage submersible pump

G.W.
(kg)

Dimensions
(cm)

Max.
Head
(m)
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Type
Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Qutlet
Diameter

(mm)

2.2 75VRm2200DF VR2200D

Max.
Head
(m)

G.W.
(kg)

Max.
Flow

(l/min)

520 31.510

Dimensions
(cm)

59.0X35.5X25.0

2200D

2200D 301 190 517
Float switch 

Cutter

Motor power (W)

Single phase motor
(Three phase without m)

VR m 2200 D (F)

VR Sewage submersible pump
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VRm 200F
VRm 400F

VR 200

VR 400

0.2

0.4

50

50

180

250

7

9 15

15 7.8

9.0

40.0X27.5X19.5

40.0X27.5X19.5

Type
Single phase
220   240V~

50Hz

Power
(kw)

Qutlet
Diameter

(mm)

Max.
Head
(m)

Max.
Diameter of

Particle
(mm)

G.W.
(kg)

Max.
Flow

(l/min)
Three phase
380   415V~

50Hz

Dimensions
(cm)

Type

200

400

225

236

150

158 350

350

200
400

Motor power (W)

Single phase motor
(Three phase without m)

VR m 400

VR Sewage submersible pump

Float switch 

(F)
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14

VRm 450F VR 450 0.45 50 308 8.5 25 16.5 26X20X50

VRm 250F VR 250 0.25 32 150 7.5 15 9.5 20X19X39

VRm 750F VR 750 0.75 50 333 10 25 17 26X20X52

Type

Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Outlet
Diameter

(mm)

Max.
Diameter of

Particle
(mm)

G.W.
(kg)

Dimensions
(cm)

Max.
Head
(m)

Max.
Flow

(l/min)

450 

750

229

232

150

150

398

418

250 170 120 360

Float switch 

Motor power (W)

Single phase motor
(Three phase without m)

VR m 750 (F)

VR Sewage submersible pump

250

13



1615

Float switch 

Motor power (W)

Single phase motor
(Three phase without m)

VP m 1100 (F)

VP Sewage submersible pump

VPm 1500F 1.5 458 14.5 25 24 59X35.5X25.5

VPm 1100F 1.1 50 375 10 25 19

VPm 2200F 2.2 80 616 14 25 30

Type

Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Outlet
Diameter

(mm)

Max.
Diameter of

Particle
(mm)

G.W.
(kg)

Dimensions
(cm)

Max.
Head
(m)

Max.
Flow

(l/min)

VP 1500

VP 1100

VP 2200

50

26X20X54

59X35.5X25.5

1100 1500 2200

1100

1500

2200

262

312

301

156

209

193

449

462

512



0   70   140  210  280  350  420  490  560  630  700

0   3   6   9  12  15  18  21  24  27  30  33  36  39  42
0

3

6

9

12

15

18

21

TO
TA

L 
H

E
A

D
 H

 (m
)

FLOW RATE Q

(l/min)
(m/h)

PERFORMANCE   CHART   AT   n=2860r/min

3

VRm 1500F
VRm 2200F

VR 1500

VR 2200

1.5

2.2

50

75

450

700

18.5

17 20

20 28

33.0

60.0X36.2X26.5

60.0X36.2X26.5

Type
Single phase
220   240V~

50Hz

Power
(kw)

Qutlet
Diameter

(mm)

Max.
Head
(m)

Max.
Diameter of

Particle
(mm)

G.W.
(kg)

Max.
Flow

(l/min)
Three phase
380   415V~

50Hz

Dimensions
(cm)

Type

Motor power (W)

Single phase motor
(Three phase without m)

VR m 2200

VR Sewage submersible pump

Float switch 

(F)
262

301

186

193

496

512

1500

2200

1500 2200

17 18



VR 2.2

VR 3.0

2.2

3

75

75

380/50

380/50

800

 900

18

21

50

50

48.5

50

33.0X26.5X67.5

33.0X26.5X67.5
VR 3.7 3.7 75 380/50 1100 22 50 52 33.0X26.5X67.5

VR 2.2

VR3.0

VR3.7

227

227

227

227

227

227 651

651

651

Motor power (KW)

VR

VR Sewage submersible pump

2.2

0    90  180   270  360 450  540  630 720  810  900  990 1080 1170

0      6      12    18     24    30     36    42    48     54    60    66    72

0

FLOW RATE Q

TO
TA

L 
H

E
A

D
 H

 (m
)

PERFORMANCE   CHART   AT   n=2860r/min

(l/min)
(m/h)3

WR 2.2 WR 3.0

WR 3.7

Power
(kw)

Outlet
Diameter

(mm)

Max.
Diameter of

Particle
(mm)

Max.
Head
(m)

Max.
Flow

(l/min)
Model

Voltage/
Frequency

(V/HZ)

G.W.
(kg)

Dimensions
(cm)

3

12

9

6

15

18

21

24

19 20



21

Type
Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Outlet
Diameter

(mm)

0.55

0.75

1.1

VSm 0.55F

VSm 0.75F

VSm 1.1F

VRm 0.55F 2.2

Max.
Diameter of

Particle
(mm)

G.W.
(kg)

300

350

400

500

40

40

40

14

15

16

9.5

10

12.5

80 21800 15.5

Dimensions
(cm)

18X24X39

18X24X42

18X24X42

20X24X48

20X24X48VSm 2.2F

VSm 1.5F

VS 0.55

VS 0.75

VS 1.1

VS 2.2

VS 1.5 1.5

Max.
Head
(m)

Max.
Flow

(l/min)

14 1950

Float switch 

Motor power (KW)

Single phase motor
(Three phase without m)

VS m 0.55 (F)

VS Sewage submersible pump

 50 100 150  200  250  300  350  400  450  500  550  600  650 700 750 800 0

0     3     6       9    12   15    18    21   24   27     30   33   36    39   42   45    48 

0

3

6

9

12

15

18

TO
TA

L 
H

E
A

D
 H

 (m
)

FLOW RATE Q

(l/min)
(m/h)

 1.1 2.2

 1.5

 0.55  0.75

0.55

0.75

1.1

1.5

2.2

170

170

170

190

190

195

195

195

201

225

370

395

395

465

470

3

PERFORMANCE   CHART   AT   n=2860r/min

32

40

32

32

50

22



VRm 80BF

 80B

VRm 150BF

150B

VRm 250B

VR 80B

VR 150B

VR 250B

250B

80

150

250

25

25

32

37

55

100

4

4

6

3.72

3.72

4.4

15.0X14.0X25.0

15.0X14.0X25.0

15.0X14.0X26.5

151

151

151

139

139

139

277

277

277

Motor power (W)

Single phase motor
(Three phase without m)

VR m 250

VR Sewage submersible pump

Float switch 

(F)

Plastic

B

Single phase
220   240V~

50Hz

Three phase
380   415V~

50Hz

Power
(kw)

Outlet
Diameter

(mm)

G.W.
(kg)

Dimensions
(cm)

Max.
Head
(m)

Max.
Flow

(l/min)

Type

23 24

0      25      50       75     100
0

2

4

6

8

0    1     2     3     5     4     6

TO
TA

L 
H

E
A

D
 H

 (m
)

FLOW RATE Q

PERFORMANCE   CHART   AT   n=2860r/min

(l/min)
(m/h)

3

     250B
 150B    80B



HS3.50 F

HS3.50 F

HS3.50 F

HS3.75 F

HS3.75 F

HS3.75 F

50

75

220/50

220/50

210

250

12

18

14

20.5

26.0X23.5X45.00.5

0.75

243

243

194

194

383

406

Power
(kw)

Outlet
Diameter

(mm)

Max.
Head
(m)

Max.
Flow

(l/min)
Model G.W.

(kg)
Dimensions

(cm)

Voltage/
Frequency

(V/HZ)

Float switch 

Motor power (KW)

Outlet (incl)

HS 3 75 (F)

HS Sewage submersible pump

.

33.0X23.0X46.0

25 26


